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Uzidna baterija sa zidnim i ru¢nim tusem

Concealed mixer with shower and shower set

TEHNICKA SKICA

Technical draft
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TEHNICKI PODACI

Jednorucna baterija
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MontaZa u zidu

Regulacija protoka do 5 lit/min na tusu
Keramicki mesa¢ KEROX® 35 HWS
Hromirana rozeta u ravni sa zidom
Automatski prebacivac za tus

Konzola tusa L. 400mm

Zglobna tus ruza D. 220mm

Easy Clean tus rucica

Duplo pleteno tus crevo 1.5m

RADNI USLOVI

Maksimalni radni pritisak: 5 bar

Preporuceni radni pritisak: 3 bar
Minimalni radni pritisak: 1 bar
Maksimalna dozvoljena temperatura: 80°C

Preporucena temperatura vode: 60°C

TECHNICAL DETAILS

Single lever mixer

Built-in wall

Flow regulation on shower up to 5 lit/min
Ceramic cartridge KEROX® 35 HWS
Chromed minimalistic rossete

Automatic shower diverter

Shower colum L. 400mm

Shower head D. 220mm

Easy Clean hand shower

Double lock shower hose 1.5m

WORKING CONDITIONS

Max. working pressure : 5 bar

Suggested working pressure : 3 bar

Min. working pressure : 1 bar

Max. working temperature : 80°C
Suggested max. water temperature : 60°C
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